Aerosol Generator T R-1(00()

Produced in Tadbir

Manufacmring and

[ndustrial Group

Technical Data

Value of activation

Mass of FPC compound 1000 g
i weight
Generalors gross weight cigh tolerance
11600 B =5%
Height Widih Length

G tor dimensi

enerator dunension o o TS
Activation mechanism Electrical

361224V VO, MinOD.BA, in3-ds

Activator type

Heating elementswith 1.63.60 resistance

Activation line supervision cument (Max) 5 mA

: ; ! Min Max
Operating discharge time

P g 10 seconds 15 seconds
Number of discharge outlet 1
Discharge length 3.5m
Relative humidity Up to 98% al 60C*°
Operating temperature range From-30C*° 1o 60C*
Self activation temperature of SBEK 300Ce
Maximum value coverage 1Zm3
Maxinum installation height 25m
A B C D Fik
Classes of fire ENZ &)
+ 4 v X o
Minitmum clearance () From persons | From combustible material | From generator’scasing
2200} B0 5
Environmental parameters L | SNE i
Zero | Zero MWeghgmble

. Electrical conductivity | Comosion | Oxygen depletion afier discharge

Technical parameters
MNil up to 24 KV Zero Megligible

ODEP: Ozone depletion potential GWT: Global worming potential

Note e
ALT: Annospheric life hme

Address: Tadbir industrial group , No.118 , Negin razi Fire and Safey

complex , Helal ahmar street TEHRAN - IRAN Tel: +889177407358




