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Document ID A6V10725088_----_b SAP order no. A5Q00072159

The declared performance and conformity can be seen in the Declaration of Performance  and the E  Declaration of Conformity , (DoP) U  (DoC)
swhich is obtainable via the Customer Support Center: Tel. +49 89 9221-8000 or http ://siemens.com/bt/download

305/2011/EU (CPR): EN 54-  ; 2014/30/EU (EMC): EN 50130-4 / EN 61000-6-3 ; 2011/65/EU (RoHS): EN 505813 17 / EN 54-
FDS224 - Sounder incl. Short-circuit isolator

FDS224283118
Siemens Schweiz AG Theilerstrasse 1a;

CH-630  Zug0
sTechnical data: ee doc. A6V10725350

DoP No.:  ; DoC No.: CED-DOP1 FDS22490211

The declared performance and conformity can be seen in the Declaration of Performance  and the E  Declaration of Conformity , (DoP) U  (DoC)
swhich is obtainable via the Customer Support Center: Tel. +49 89 9221-8000 or http ://siemens.com/bt/download

305/2011/EU (CPR): EN 54-  ; 2014/30/EU (EMC): EN 50130-4 / EN 61000-6-3 ; 2011/65/EU (RoHS): EN 505813 17 / EN 54-
FDS225 - Sounder incl. Short-circuit isolator

FDS225283118
Siemens Schweiz AG Theilerstrasse 1a;

CH-630  Zug0
sTechnical data: ee doc. A6V10725350

DoP No.:  ; DoC No.: CED-DOP1 0 2 FDS2259 21

The declared performance and conformity can be seen in the Declaration of Performance  and the E  Declaration of Conformity , (DoP) U  (DoC)
swhich is obtainable via the Customer Support Center: Tel. +49 89 9221-8000 or http ://siemens.com/bt/download

305/2011/EU (CPR): EN 54-  ; 2014/30/EU (EMC): EN 50130-4 / EN 61000-6-3 ; 2011/65/EU (RoHS): EN 505813 17 / 23 / EN 54- EN 54-
FDS226 - Visual alarm device/sounder incl. Short-circuit isolator

FDS226283118
Siemens Schweiz AG Theilerstrasse 1a;

CH-630  Zug0
sTechnical data: ee doc. A6V10725350

DoP No.:  ; DoC No.: CED-DOP1 0 3 FDS2269 21

The declared performance and conformity can be seen in the Declaration of Performance  and the E  Declaration of Conformity , (DoP) U  (DoC)
swhich is obtainable via the Customer Support Center: Tel. +49 89 9221-8000 or http ://siemens.com/bt/download

305/2011/EU (CPR): EN 54-  ; 2014/30/EU (EMC): EN 50130-4 / EN 61000-6-3 ; 2011/65/EU (RoHS): EN 505813 17 / 23 / EN 54- EN 54-
FDS227 - Visual alarm device/sounder incl. Short-circuit isolator

FDS227283118
Siemens Schweiz AG Theilerstrasse 1a;

CH-630  Zug0
sTechnical data: ee doc. A6V10725350

DoP No.:  ; DoC No.: CED-DOP1 0 FDS2279 214


