
Features
��Robust�design
��Low�current�consumption
��Easy�to�install
��Maximum�110dB(A)�at�1�metre�
(dependant�on�tone�selected)
��32�user-selectable�tones

CONVENTIONAL�SOUNDER
BANSHEE EXCEL

For�further�information�visit�www.hochikieurope.com/esp
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Specification
Ordering�codes BANSHEE EXCEL

Operating�Voltage 9 – 30 Vdc

Operating�Current
(dependant�on�tone�selected)

min 6 mA

max 39 mA

Operating�Temperature�Range -40 °C to + 70 °C

Maximum�Sound�Output�(at�24�Vdc)
(dependant�on�tone�selected) 110 dB(A) at 1 metre

Maximum�Humidity 75%RH - Non Condensing (at 40°C)

IP�Rating IP45

Description
The�BANSHEE�EXCEL�is�an�electronic�conventional�sounder�for�internal�use.�It�is�
easily�installed�with�robust�terminations�that�can�accept�2.5�mm2�cables�and�
a�push�and� twist� bayonet-fitting�base.�The�unit’s� various� industry-standard�
tones�and�volume� levels�are�all�user-selected�using�simple�DIL� switches�on�
the�underside.

Hochiki Europe (UK) Ltd. Reserves the right to alter the specification of its products from time to time without notice.
Although every effort has been made to ensure the accuracy of the information contained in this document it is not
warranted or represented by Hochiki Europe (UK) Ltd. To be a complete and up-to-date description.


