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Part 
Number

 
Alarm 
Temperature
Rating

 
Outer 
Extrusion
Colouring

 
 

TH68 68C/155F Violet
TH88 88C/190F White
TH105 105C/221F White
TH185 185C/365F Red
TH68N* 68C/155F Black
TH88N* 88C/190F Black
TH105N* 105C/221F Black

Proline TH Digital Linear Temperature Sensing

Digital Linear Temperature Sensing

Fire and Heat Detection
The Cable that Senses and Alarms
at all Points of Risk 

Fuel Storage Tanks Listed Buildings Forest Fires

Tunnels Car Parks Cable Trays

Domestic

Conveyors Storage Petrochemical Escalators

N* represents: including corrosion and abrasion resistant outer extrusion

Integration Options Schematic

Customer 
Fire Alarm 

Control Panel 
(F.A.C.P.)

Zone Monitor Unit (Z.M.U.)Address loop

With & Without use of a Proline supplied ZI interface unit

Proline Interface Unit Not to scale

End of Line 
Termination Units

Proline - TH Linear Sensor Cable

Proline - TH Linear Sensor Cable
ZI-01
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Proline Protection SyStemS ltd.  
SPecialiSe in linear temPerature SenSing 
ProductS and develoPment

Why Proline

 cWide range of product applications

 c International market experience since 1974

 cF.M. approval, UL/ULc listing, Bomba – Malaysia approved,  
Russian market certified

 cFast and reliable responses to all customer communications

 cCompetitive pricing

 cShort delivery lead times

 cExtensive alarm temperature range +45C to +185C (+113F to +365F)

 cNo minimum length exposure is required to achieve specified  
alarm temperatures

 cContinuous use within ambient temperature range  
from -40C to +125C (-40F to +257F)

 cExtrusions and braiding to suit every environmental condition

 cATEX certified when installed within hazardous areas  
(using Proline supplied zener barrier)

 cMarket leading range of optional interface units,  
all with alarm point location feature

 c99.8% Alarm point location accuracy by Proline ZI interface units

 cEase of integration with customer fire alarm or building management 
central control panel

 cPush button calibration to eliminate any interconnecting cable resistance 
(maintains accurate alarm location)
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Supplier

FM
Marking

Manufacturing
Date

UL
CategoryTemp.

Trip Point

Control
Number

UL
Marking

Product
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Model
Number

Sensor 
Cable 
Labelling


