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SMART3G Accessories 
 
 

 

 

 

 

 

CODICE DESCRIZIONE DESCRIPTION 

STS/CSW 

KIT con SOFTWARE DI TARATURA RIVELATORI 

GAS SMART3. Permette di modificare i valori delle 

soglie di allarme, del campo di misura, di eseguire 

la taratura dello ZERO, dello SPAN, dell’uscita 4-

20mA e di visualizzare i valori in tempo reale della 

concentrazione di gas misurata dal rivelatore ed il 

suo stato operativo (normale, guasto, al1, al2 o 

al3). Operatività in ambiente Windows. 

Il kit comprende: il CD con il software, l’interfaccia 

RS485/RS232 (o USB Su richiesta) per collegare il 

rivelatore SMART 3 al PC, il cavo seriale (o USB) 

ed una scheda STS/IDI. 

Calibration software for SMART3 detectors 

consisting of a software CD, a RS232/RS485 

converter, a serial cable and the ST.S/IDI card. 

The software runs on Windows VISTA, WIN7, 8, 

8.1, 10. 

The calibration software allows modifying the 

alarm thresholds and the measuring range, and 

allows adjusting the Zero, Span and 4-20mA 

values via a user friendly menu, either in situ or 

in laboratory. 

STS/IDI 
Scheda per collegamento rivelatori SMART 3G su 

linea seriale RS485. 

Plug-in RS485 interface, to make SMART3 

series gas detectors communicate with 

SENTOX IDI+ and MULTISCAN++ control 

panels. 

STS/CKD 
Tastierino di taratura da collegare al rivelatore per 

regolare i valori zero, span ed uscita in corrente. 

Handheld calibration keypad to be connected to 

the detector to adjust the Zero, Span and 4-

20mA values. 

STS1REL 
Scheda a 1 relè per rilevatori SMART3GC E 

SMART3GD. Relè a 12÷24V. 

1-Relay card for SMART3GC and SMART3GD. 

Relay at 12÷24V 

STS3REL 
Scheda a 3 relè per rilevatori SMART3GC. Relè a 

12÷24V. 

3-Relay card for SMART3GC series gas 

detectors. Relay at 12÷24V 

STGD/AD3 
Accessorio per estendere il modo di protezione da G a 

GD  - sensore corpo. 3 

Adapter for type 3 sensor heads to upgrade the 

protection from G to GD 

STGD/AD2 
Accessorio per estendere il modo di protezione da G a 

GD - sensore corpo. 2 

Adapter for type 2 sensor heads to upgrade the 

protection from G to GD 
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 Tipo di rivelatore - Detector type 

GD-GrI GC-GrI GD2 GD3 GC2 GC3 

STS/CSW X X X X X X 

STS/IDI X X X X X X 

STS/CKD -- X -- -- X X 

STS1REL X X X X X X 

STS3REL -- X -- X X X 


